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CONSTRUCTION DETAILS

BGE# - _—‘m—r—’”_ﬂw“_-ﬂj———__-:

CABLES 3.5 OFF C+G
POLE 5.5 OFF CABLES

RIGHT-OF ~WAY

INSTALL 27’ (CUT TO 21‘) STEEL POLE WITH 70’ MAST ARM. TRAFFIC SIGNAL HEADS.
SIGN., VIDEQ CAMERA, COUNTDOWN PEDESTRIAN SIGNAL HEADS AND NAVIGATOR
AUDIBLE PEDESTRIAN PUSHBUTTON AND SIGN NO. 19, (NOTE: 1-3" 90° PVC BEND).

INSTALL 10’ PEDESTAL POLE WITH BREAKAWAY BASE (CUT _TO 6°) AND NAVIGATOR

AUDIBLE PEDESTRIAN PUSHBUTTON AND SIGN NO. 20. (NOTE: 1-3" 90° PVC BEND).
INSTALL 27’ STEEL POLE WITH TWIN 50’ MAST ARMS (CUT BOTH TO 36'). TRAFFIC

SIGNAL HEADS. SIGN., COUNTDOWN PEDESTRIAN SIGNAL HEAD,

AND 15° LIGHTING ARM WITH 250 WATT HPS LUMINAIRE, (NOTE: 1-3" 90°

VIDEO CAMERAS.

PVC BEND). -
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" INSTALL 27’ (CUT _TO 21’) STEEL POLE WITH 50’ MAST ARM (CUT TGO 36°). TRAFFIC SIGNAL
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" TELEPHONE 217 10”

TELEPHONE 217
TELEPHONE 1973”
TELEPHONE 18'
TELEPHONE 17747

CABLES 3.5' OFF C+G
POLE 8" OFF CABLES
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GENERAL NOTES:

1. ALL UNDERGROUND UTILITIES SHOWN ON PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. -
THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING “MISS UTILITY” PRIOR TO CONSTRUCTION
SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A
CONFLICT BETWEEN THE UTILITIES AND THE PROPOSED TRAFFIC SIGNAL EQUIPMENT WILL OCCUR.
;ﬁ% ggN;gégEg?DSHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICTY

>, ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE [NSTALLED AT THE FINAL SIDEWALK OR CURB GRADE

HEADS. STGN, VIDEQ CAMERA. SERVICE AND DISTRIBUTION EQUIPMENT, AND COUNTDOWN T. EXCAVATE EXISTING AND INSTALL PROPOSED 5" SIDEWALK. FOR CLOSED SECTIONS. HIGHEST ROADWAY GRADE FOR OPEN SECTION. TO MEET CLEARANCES AS
| RVILE, ot S A NYs | | SPECIFIED IN MD 816.03. MD 818.01, MD 818.02+ AND MD 818.04. THE CONTACTOR SHALL VERIFY
PEDESTRIAN SIGNAL HEAD. (NOTE: 1-3" & 2-2" 90° PVC BENDS. 1-3" WEATHERHEAD]. U. DISCONNECT AND ABANDON EXISTING PROBES. ULTIMATE GRADES PRIOR TO THE INSTALLATION OF ALL PROPOSED SIGNAL EOUIPMEN?. b VEREET
E. INSTALL 10" PEDESTAL POLE WITH BREAKAWAY BASE (CUT TO 6’ )y NAVIGATOR AUDIBLE ‘ : ' ‘3. THE CONTRACTOR S P \
- " PEDESTRIAN PUSHBUTTON AND SIGN NO. 21. (NOTE: 1<3” 90° BEND). - V. EXISTING INTERCONNECT CABLE TO REMAIN. | o CONTROLLER TO SHA SIGNAL SHOP AT 7497 CONNELLEY DRIVEs NANOVER: WO 21078, W3- EOWARD
F. INSTALL 10’ PEDESTAL POLE WITH BREAKAWAY BASE (CUT TO 6’ ). NAVIGATOR AUDIBLE W. PROPOSED OVERHEAD SERVICE FEED TG BE INSTALLED BY BGE (POLE NO.127056). THEDEL | VERY, (10} 787-7652 SHALL BE CONTACTED AT LEAST THREE (3) DAYS PRIOR T0 .
PEDESTRIAN -PUSHBUTTON AND SIGN NO. 22. (NOTE: §f3 90° BEND). - | X. INSTALL PROPOSED PAVEMENT MARKINGS. AS INDICATED. 4. gg?ggsggvgégNAL EQUIPMENT SHALL BE INSTALLED PRIOR TO 5" SIDEWALK AND THE PEDESTRIAN
G. INSTALL SIZE ‘6’ BASE-MOUNTED CABINET., WITH CONTROLLER AND ALL NECESSARY | . ' . s _
EQUIPMENT, (NOTE: 2-4" & 2-2" 90° PVC BENDS). | Y. REMOVE EXIS“NG PAVEMENT MARKINGS. NOT SHOWN. 5. THE CONTRACTOR gggggsggggtB%EEFggN%E%?CTm’c MR. ROBERT SNYDER. 00TS AT 410-787-7631
H. DISCONNECT EXISTING INTERCONNECT CABLE. PULL-BACK TQ UTILITY POLE NO. 273042, Z. INSTALL ELECTRICAL HANDHOLE. PRIGR TO THE COMPLETION OF THE BROJECT AND SHALL PROVIDE THE NEAREST ABDRESS. ' 't
INSTALL 17 ' - , " ‘ _
PROPOSED CONTROLLER/CABINET. - AA INSTALL 2" SCHEDULE 80 PVC CONDUIT FOR SERVICE FEED. 6. 5?%38“‘33\'{5;4%? ﬁggglﬁgg}ﬂcmmw SHALL BE COMPLETED PRIOR TO THE INSTALLATION
J. INSTALL MIRCO LOOP PROBE WITH 500 LEAD-IN CABLE. BB. INSTALL PROPOSED OVERHEAD SELF-SUPPORT INTERCONNECT CABLE. |
| “A’ ' . CC. REMOVE EXISTING AND INSTALL PROPOSED OVERHEAD SELF-SUPPORTING
K. REMOVE EXISTNG CURB ANG GUTTER. INSTALL STANDARD TYPE ‘A’ (DEPRESSED) REMOVE EXISTING AND INSTALLF | TS 7 OF 10
L. REMOVE EXISTING HANDHOLE. CAP AND ABANDON CONDUIT. DD. INSTALL 1” LIQUID TIGHT FLEXIBLE NON-METALLIC CONDUIT EVISIONS < APPROVALS ‘ - _
M. INSTALL 4” SCHEDULE 80 PVC CONDUIT - SLOTTED. FOR DETECTOR SLEEVE. - | FRECon o WAST ARMCE727 709 ’ - P MARYLAND DOT - STATE HIGHWAY ADMINISTRATION
N. INSTALL 4“ SCHEDULE 80 PVC CONDUIT- TRENCHED. EE. INSTALL SAWCUT FOR PROBE LEAD-IN CABLE INSTALLATION. | YIRE DM?IBJ_‘Z&PED'@éE \ / L) Office of Traffic & Safety -~ |
: ' - JoAZ TH %Y f-TEAM LE TRAFFIC € DIVISION :
0. INSTALL 3” SCHEDULE 80 PVC CONDUIT- TRENCHED. | | FF. INSTALL OVERHEAD PHONE DROP FROM BGE POLE NO. 273042 "‘E“EA:BULT 200 Aovance pep /S w\ Qy TRAFFIC ENGINEERING DESIGN DIVISION
: ' " - ‘ ., . ) ' | 5 Y ' N = ' ’ : ‘ - . '
_UTILITY LEGEND P. INSTALL 2 SCHEDULE 80 PVC CONDUIT- TRENCHED FOR THE PHONE DROP | A e SN S ’ TRAFFIC SIGNAL PLAN | | |
6—G GAS MAIN Q. CAMERA DETECTOR ZONE. | V B R Degasoowg LEFT TURN 3790 N MD 26(LIBERTY RD.) AND PATTERSON AVENUE
W W WATER MAIN . ' AN ATTACHED EQUIPMENT. REMOVE AND WE MD 2 o E—
6 s SEWER MAIN R REMONE X ST NG oL AN B GRADE CENTURY ENGINEERING, INC. ] —_— S traatn e v [ awn B ErLFETST [ rap. Mo, Ty
E E ELECTRIC CABLES ‘ ' ' , CONSULTING ENGINEERS - PLANNERS CADD +2% SIGNAL HEADS 8/17 CHECKED BY: XXX XX S.H.A. NO. ? 432 B SHEET NO.
A A AERIAL CABLES 5. EXCAVATE AND INSTALL PEDESTRIAN TYPE ‘A’ RAMP WITH 2° OF 32 WEST ROAD D 2P DETECTORS SCALE: 17 = 20° COUNTYe BAL TIMORE T.LM.S. ND. '
TOWSON, MARYLAND 21204 . s
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